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PAVEMENT
SECTION

PIPE MINIMUM COVER

LANE SHOULDER

SEE TABLE 1 FOR
MINIMUM COVER

NOTES:

1. GRADE GROUND UNIFORMLY AROUND THE PIPE.

2. PLASTIC PIPE INCLUDES POLYETHYLENE
AND POLYVINYL CHLORIDE.

3. THE MINIMUM COVER FOR HDPE PIPES OF
DIAMETER LARGER THAN 48“ IS HALF
THE PIPE DIAMETER (D/2).

4. PROTECT PIPE DURING CONSTRUCTION.

5. ENGINEER REVIEWS AND APPROVES ANY
VARTATION TO MINIMUM COVER.

6. PLACE HEADWALL ON ALL PIPE 36" DIA. AND ABOVE.

7. USE METAL END SECTION ON ALL FLEXIBLE PIPES
BELOW 36” IN DIAMETER.

EDGE OF PIPE

MIN.COVER, 8.
SEE NOTE 8

1’ MIN. COVER WITH HEAD WALL, OR 6" MIN. COVER
1’ FROM EDGE OF END SECTION WHEN NO HEAD WALL
IS REQUIRED.

SLOPE VARIES

CULVERT (SIZE VARIES)

TABLE 1: MINIMUM COVER
CORRUGATED | STRUCTURAL PLASTIC
SURFACE |METAL PIPES |PLATE P1pPES | RENFORCED PIPES
TYPE AND PIPE AND PIPE PIPES (SEE NOTE 2
ARCHES ARCHES AND 3)
rLexisie |JHE SREATER | o SR0TAT |, ,
PA\/EMENTS OR SPAN) OR SPAN) 1" -6"MIN. 2" MIN
OR OR
UNPAVED Z/MIN- Z’MIN_
1/5 (DIA. lg (DIA.
RIGID OR SPAN) OR SPAN) 1" -6 "MIN. 2'MIN.
PAVEMENTS OR , OR
1'—6"MIN. 1/ —6"MIN.

END TREATMENTS
SEE NOTE 6

TRANSITION SLOPE OVER
PIPE AT 4:1 (H:V) MIN.
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